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No. KC - KING COMBINATION NIPPLES
King Combination Nipples, also known as KC Nipples, are a versatile means of transitioning from
hose to pipe, adapters, valves or strainers. These end connections are for fluid service only. NPT
male thread is standard. Also available with grooved end or with blank beveled end for welding.
Plated steel prevents rust and weathering.

Available in Plated, Unplated, and Stainless Steel, Brass, Aluminum, Nylon, & Polypropylene
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Size Unplated Steel | Plated Steel 316SS Brass Aluminum
Part #: Part #: Part #: Part #: Part #:

1/2" KCU-050 KCP-050 KCS-050 KCB-050 KCA-050
3/4” KCU-075 KCP-075 KCS-075 KCB-075 KCA-075
1” KCU-100 KCP-100 KCS-100 KCB-100 KCA-100
1-1/4” KCU-125 KCP-125 KCS-125 KCB-125 KCA-125
1-1/2” KCU-150 KCP-150 KCS-150 KCB-150 KCA-150
2’ KCU-200 KCP-200 KCS-200 KCB-200 KCA-200
2-1/2" KCU-250 KCP-250 KCS-250 KCB-250 KCA-250
3” KCU-300 KCP-300 KCS-300 KCB-300 KCA-300
4” KCU-400 KCP-400 KCS-400 KCB-400 KCA-400
6” KCU-600 KCP-600 KCS-600 KCB-600 KCA-600

No. HM - HOSE MENDERS

The working pressure of menders will vary with the size and construction of the hose, the type and
number of clamps used, clamp placement, proper installation of clamps, temperature and product
being conveyed.

* Note: Also available with a ring.

Size Plated Steel 316SS Brass Nyglass
Part #: Part #: Part #: Part #:

1/4” HMP-025 HMS-025 HMB-025 HMN-025

3/8” HMP-375 HMS-375 HMB-375 HMN-375

1/2” HMP-050 HMS-050 HMB-050 HMN-050
3/4” HMP-075 HMS-075 HMB-075 HMN-075

17 HMP-100 | HMS-100 | HMB-100 | HMN-100
1-1/4” | HMP-125 | HMS-125 - HMN-125
1-1/2” | HMP-150 | HMS-150 - HMN-150
2 HMP-200 | HMS-200 - HMN-200
2-1/2” | HMP-250 | HMS-250 - HMN-250
3” HMP-300 | HMS-300 - HMN-300
4 HMP-400 | HMS-400 - HMN-400
6” HMP-600 | HMS-600 - HMN-600
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